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PISTON *
THERMOSTAT
RING GASKET SPRING , GUIDE

PACKINGS (2) LOCKNUTS (2)

ADJUSTING
SCREW
THERMOSTAT
VALVE » COMPLETE ALL
BONNET& | PARTS

SIZE * LENGTH BONNET | GASKET | SCREW | PISTON | SPRING GASKET KIT
1/2" 7-1/4" | TO50 | BO50 G050 | AS050 | PO50 S050 CBAO50 [ APKO50
3/4" 7-1/4" | TO50 | BO50 G050 | AS050 | PO50 S050 CBAO50 [ APKO50
1" 11" T100 | BO50 G050 | ASO50 | PO50 S050 CBAO50 [ APK100
1-1/4" 18" |T125| B125 | G125 |AS125 | P125 5125 CBA125 |APK125
1-1/2" 23" T150 | B150 G050 | AS150 | P150 S125 CBA150 [APK150
2" 23" T150 | B200 G200 | AS200 | P200 $200 CBA200 [ APK200
2-1/2" 27" T250 | B250 G250 | AS250 | P250 S$250 CBA250 [ APK250
3" 27" T250 | B300 G300 | AS300 | P300 S$250 CBA300 [ APK300
4" 27" T250 | B400 G400 | AS400 | P400 S$250 CBA400 [ APK400

* SIZE OF HOT WATER INLET DETERMINES THE SIZE OF THE HOLBY TEMPERING VALVE
** LENGTH OF THERMOSTAT DOES NOT INCLUDE PROJECTING ROD
*** ADJUSTING SCREW THREAD IS 3/8" - 24

PACKING GLAND PG
RING PACKING (2REQ'D) RP100
LOCKNUT (2 REQ'D) LN100

ADD "LT" TO THERMOSTAT AND ALL PARTS KITS PART NUMBERS IF LOW TEMPERATURE RANGE IS REQUIRED (LT = 60 - 120 DEG F)
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